10 CSR 10-2.290 Control of Emissions From Rotogravure and
Flexographic Printing Facilities

(1) Application.

(A) This rule shall apply throughout O ay, Jackson and
Platte Counti es.

(B) This rule applies to installations with em ssions equal
to or greater than two hundred fifty kilograns (250 kg) per day
or one hundred (100) tons per year of volatile organic conpounds
(VOC) fromthe conbination of rotogravure and fl exographic
printing presses. The uncontrolled potential em ssions are the
potential em ssions (as defined) plus the anount by wei ght of
VOCs whose em ssion into the atnosphere is prevented by the use
of air pollution control devices.

(2) Definitions.

(A) Definitions of certain ternms specified in this rule my
be found in 10 CSR 10-6. 020.

(B) The definition of a termspecific to this rule is as
follows: ink fornulation, as applied, includes the base ink and
any additives, such as thinning solvents, to nmake up the ink
material that is applied to a substrate.

(3) Emission Limts.

(A) No owner or operator shall use or permt the use of any
of the following printing presses unless they are equipped with a
control device. The control device shall renove, destroy or
prevent the em ssion of VOCs into the anbient air by at |east the
percent age indi cated by wei ght of the uncontrolled VOC em ssions
on a daily basis.

Printing Press

Press Per cent age
Fl exogr aphi c 60
Publ i cati on Rot ogravure 75
O her Rotogravure 65

(B) Low sol vent technol ogy may be used to achieve VOC
em ssion reductions instead of the nethods required in subsection
(3)(A). If low solvent technology is used, the followng limts
must be nmet for each press:
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1. For waterborne inks, the volatile portion of the ink as
applied to the substrate nust contain no nore than twenty-five
percent (25% by volunme of VOC, and

2. For water-based or high solids inks, the ink as applied
to the substrate nust be at |east sixty percent (60% by vol une
non-VOC materi al .

(C© No owner or operator shall use or permt the use of any
fl exographic or rotogravure printing press that uses cl eanup
sol vents contai ni ng VOCs unl ess-

1. The cleanup solvents are kept in tightly covered tanks or
containers during transport and storage;

2. The cleaning cloths used with the cleanup solvents are
placed in tightly closed contai ners when not in use and while
awaiting off-site transportation. The cleaning cloths should be
properly cl eaned and di sposed of. The cl oths, when properly
cl eaned or disposed of, are processed in a way that as nuch of
the solvent as practicable is renoved for sone further use or
destroyed. O eaning and di sposal nethods shall be approved by the
director; and

3. An owner or operator may use an alternate nethod for
reduci ng cl eanup sol vent VOC em ssions, including the use of |ow
VOC cl eanup solvents, if the owner or operator shows the em ssion
reduction is equal to or greater than paragraphs (3)(C 1. and 2.
This alternate nethod nust be approved by the director.

(4) Recordkeepi ng.

(A) For owners or operators using an add-on control
device(s) to neet the requirenents of subsection (3)(A), the
foll ow ng paranmeters shall be nonitored and recorded to determ ne
conpliance wth subsection (3)(A):

1. Exhaust gas tenperature of all incinerators or
tenperature rise across a catalytic incinerator bed on a
conti nuous basis;

2. VOC breakt hrough on a carbon adsorption unit on a
conti nuous basis;

3. Results of em ssions testing as required in section (5)
of this regul ati on when perforned,
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4. Mintenance, repairs and mal function of any air pollution
control equi pnent when perforned; and

5. Any other nonitoring paraneter required by the director
to determ ne conpliance with subsection (3)(A).

(B) For owners or operators neeting the requirenments of
subsection (3)(B) for each ink formulation used, the foll ow ng
shal |l be recorded for each press to determ ne continuous
conpliance wth subsection (3)(D):

1. Vol unme-wei ghted ink VOC content in percent by vol une for
each ink fornmulation as applied on a nonthly basis;

2. Results of ink testing as required in section (5) of this
rul e when perforned; and

3. Any other information required by the director to
determ ne conpliance with subsection (3)(B)

(C For owners and operators using |ow solvent technol ogy
w thout the use of control equipnment to neet the requirements of
subsection (3)(B), and for who subsection (4)(B) does not apply,
the followi ng shall be recorded to determ ne daily conpliance
wi th subsection (3)(B)

1. Vol unme-wei ghted ink VOC content in percent by vol une for
each ink fornmulation as applied on a nonthly basis;

2. Ink usage in gallons for each ink formulation as applied
on a daily basis for each press;

3. Vol ume-wei ghted density of VOCs in ink in pounds per
gallon for each ink fornulation as applied on a daily basis;

4. Vol unme- wei ght ed average of the VOC content of each ink
formul ation as applied in percent by volune for each press on a
daily basis;

5. Ink water content in percent by volunme for each ink
formul ation as applied on a daily basis for each press;

6. Ink exenpt solvent content in percent by volune for each
ink fornulation as applied on a daily basis for each press;
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7. Results of ink testing as required in section (5) of this
regul ati on when perforned; and

8. Any other information required by the director to
determ ne conpliance with subsection (3)(B)

(D) Records of all information required in subsections
(4)(A)-(C shall be kept for at least two (2) years. These
records shall be available i mediately upon request for review
by Departnment of Natural Resources personnel and other air
pol lution control agencies with proper authority.

(5) Determ nation of Conpliance.

(A) Testing and conpliance denonstrations for the em ssion
l[imts of subsection (3)(A) shall follow the procedures contai ned
in 10 CSR 10-6.030(14) (A and 10 CSR 10-6.030(20). The averaging
time for these tests shall be three (3) one (1)-hour tests.

These procedures will determ ne control device capture efficiency
and destruction efficiency. Control device testing wll be
required as the director determ nes necessary to verify the
capture and destruction efficiencies. At a mninmm control
device testing nust be conpleted and submtted once to the
appropriate air pollution control agency w thin one hundred

ei ghty (180) days after this provision of the regulation is
effective (August 4, 1992), unless the director determnes that a
valid test is already on file. Inlet and outlet gas tenperature
rise across a catalytic incinerator shall be used to determ ne
daily conpliance. These tenperatures shall be nonitored with an
accuracy of the greater of plus or mnus three-fourths percent

(+ 0.75% of the tenperature being neasured expressed in degrees
Cel sius or two and one-half degrees Cel sius (2.5°C).

(B) Testing and conpliance denonstrations for the em ssion
limts of subsection (3)(B) shall follow the procedures contai ned
in 10 CSR 10-6.030(14)(C). This procedure wll determ ne the VOC
content of inks. Ink testing will be required as the director
determ nes necessary to verify the manufacturer's formul a
specifications. At a mninmum ink testing will be required once
after this provision of the rule is effective. Ink manufacturer's
formul a specifications shall be used to determ ne daily
conpl i ance.
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EPA Rul eneki ngs
CFR: 40 C.F.R 52.1320(c)(84)(i) (A

FRM 58 FR 45451 (8/30/93); Correction Notice 59 FR 43376 (9/6/94)
PRM 58 FR 30730 (5/27/93)

St at e Submi ssi on: 9/ 23/ 92

State Proposal:

State Final:
APDB Fi |l e:

Descri ption:

16 MR 1068 (8/1/91)
10 C.S.R 10-2 (3/30/92)
MO- 99

The EPA approved revisions to the rule which: (1) inmproved changes to the
| anguage to aid in conpliance and enforcement, (2) specified that exhaust
tenperature gas data and (VOC breakt hrough data for carbon adsorption units
be recorded daily, (3) required testing to determ ne conpliance with the
rul es be conducted within 180 days of the effective date of the rules, and
(4) contained new requirenents for cleanup sol vent usage and storage.
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CFR 40 C.F.R 52.1320(c)(79)(i)(B)

FRM 59 FR 43480 (8/24/94), Correction Notice 60 FR 16806 (4/3/95)

PRM 57 FR 32191 (7/21/92)

St at e Submi ssi on:

State Proposal:

State Final:
APDB Fi |l e:

Descri ption:

11/ 20/ 91

16 MR 989 (7/1/91)

10 C.S.R 10-2 (11/29/91)
MO- 100

This revision updates rule to include the correct reference nethod
specified in 10 C. S. R 10-6. 030.
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CFR 40 C.F.R 52.1320(c)(65)(i) (0

FRM 54 FR 10322 (3/13/89) and 55 FR 7712 (3/5/90)

PRM 53 FR 24735 (6/30/88)

St at e Submi ssion:

State Proposal:

State Final:
APDB Fi |l e:

Descri ption:

12/ 18/ 87

12 MR 993 (7/13/87)
12 MR 1954 (12/14/87)
MO- 49

The EPA approved revisions to the rule which: (1) inproved clarity and
enforceability, (2) made conpliance test nethods nore specific, and

(3) added provisions for plantwi de conpliance plans which utilize one-day
wei ght ed averages from a conbi nati on of source operations. The EPA
approved this rule with the understanding that any alternative conpliance
pl ans woul d have to be submtted and approved by the EPA as SIP revisions
[40 C.F.R 52.1323(b)].
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CFR 40 C.F.R 52.1320(c)(25)(V)
FRM 46 FR 20172 (4/3/81)

PRM 45 FR 84099 (12/22/80)

State Subni ssion: 9/ 2/ 80

State Proposal: 5 MR 373 (4/1/80)

State Final: 5 MR 1131 (9/2/80) and 13 MR 200 (2/1/88) (correction)

APDB Fi l e: MO- 12

Descri ption: The EPA approved a new regul ation as part of the Goup Il CTGs.
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Di fference Between the State and EPA- Approved Regul ation

The state rule has Sections (6)(A) and (6)(B), which the EPA has not approved.



